
Verge

Hardshoulder

Traffic flow

lane 1

Temporary narrowing

Exit length
of upstream

barriers

Lead in length of downstream barriers

Access or exit gap

Where access remains open for maintenance /
responder / recovery use. Entry (Shown) or exit point.

TVRS

Minimum 50m deceleration space

Linked TSM Chapter 8 barrier provided between TVRS
and a physical obstruction such as barrier, alternatively
as far up an embankment to dissuade entry

Material

Scheme Ref.

Background
Border

Letter colour

Ref.

SIGN FACE
Width
Height
Area

x-height
Sign

Mount Height

TSRGD Ref.
Pedestrian only

40.0
WHITE/BLACK
YELLOW
BLACK

Class RA2 (12899-1:2007)
0.22 m²
410 mm
530 mm

S20-2-

Wrong way entry barrier as 'exit' measure

Verge

Hardshoulder

Traffic flow

lane 1

Temporary narrowing

Exit length
of upstream

barriers

Lead in length of downstream barriers

Access or exit gap

Where access is closed during non-working
periods.Entry (Shown) or exit point.

TVRS

Linked TSM Chapter 8 barrier provided
between TVRS and a physical obstruction
such as barrier, alternatively as far up an
embankment.

Wrong way entry barrier as 'exit' measure

MUST be covered or removed plus advance signs

Cones at max 1.5m
centres (1.0m or less
reccommended)

Lamps @ 9m

The traffic management plan for the works shall identify extended time periods where access for 'work' is not required and the maintenance crew
shall install the above measures.
e.g.
· Closing at 17:30 each night and reopening between 06:00 and 07:00 each weekday
· Closing at 17:00 on a Friday and reopening between 06:00 and 07:00 each weekday

The choice needs to be made by the Traffic Management Manager in conjunction with the Traffic Management Designer, a part of the design activity.
It is essential that access and egress points are managed actively by those responsible for traffic safety and control when not required during any non
working period. The risk assessment must consider the needs of road users and responders in conjunction with the work hazards.
The design will need to consider the use of additional technologies to ensure that road users needing assistance can be identified and supported.
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