Z neSafe

Proximity Warning & Alert Systems

Detect People. Protect Lives.

ZoneSafe Personnel Electronic Distancing Device (PEDD)

Maintain and keep safe working distances between workers and staff to reduce contact risks.

Distancing guidelines means you must maintain a safe working distance
between workers. These guidelines are in place to reduce the risk of person
to person contact for health and safety reasons.

ZoneSafe’s Personnel Electronic Distancing Device or PEDD is an electronic
proximity system to reduce person-to-person contact and help workers
maintain distancing guidelines.

Each worker wears a ZoneSafe PEDD, which creates a detection zone
around itself. When a device identifies another device within its detection
zone, an alert from both devices is activated, indicating there is a risk of
contact. The warning from each device will cease when devices no longer
breach the minimum exceeded threshold. The PEDD system emits both
vibration and visual signal when integrated into hi-visibility workwear with
embedded LED's.

The systemis particularly useful in industrial applications where distancing
measures are required. The PEDD system encourages spatial awareness
and helps workers to maintain a greater distance from each other while
carrying out their work.

workers has been breached

The jacket automatically alarms warning the
wearer someone is too close through tag
vibration and flashing LED indicator lights. The
jacket will continue to alarm until both jacket
wearers move back from each other by a
minimum of 2 metres
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Avonwood Developments Ltd, Knoll Technology Centre,
Stapehill Road, Wimborne, Dorset, United Kingdom, BH21 7ND

PEDD Integrated into Hi-Viz workwear with
embedded LED's and vibration alert.

ZneSafe

www.zonhesafe.net

sales@zonesafe.net +44 (0)1202 868000

ZoneSafe is a registered trademark of Avonwood Developments Ltd
Copyright © Avonwood Developments Ltd




